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Product Number

Manufacturing Glove Code(s): CR919 { 1 \
Manufacturing Glove Name: : L -.-'

Marketing Glove ASPN Code(s):

Product Description

Product Classification: Cut Resistance Liner: Tuffalene® brand HDPE

Liner Color: Orange Exterior Finish: Smooth

Coating Color: Gray Cuff Finish: Elasticized Knitwrist

Coating Composition:  Polyurethane (PU) Overcasting:  (S) Red, (M) Green, (L) Brown, (XL) Black, (2XL) Light Blue
Available Sizes: Small to 2XL Packaging: 12 Pairs per pack, 6 packs per case

Outstanding Characteristics & Applications

ANSI level A4 cut resistance

ANSI level 2 puncture resistance

High visibility Orange Tuffalene® brand HDPE shell

Polyurethane dipped palm for excellent grip

3 finger touch responsive fingertips for touch screen devices

Nitrile reinforced thumb crotch improves wear protection

Applications: Used wherever handling sharp or abrasive objects such as glass, sheet metal or razor sharp steel and a high cut resistant level
is required.

Typical Performance Values

TDM 1691 grams (ANSI/ISEA 1500-2199: Level A4) ASTM F2992-15

Puncture 38 newtons (ANSI/ISEA 20-59: Level 2) ANSI/EN388
Defects

Definitions: Critical Defects are imperfections which will result in the failure of the glove to perform it's intended purpose.

Major Defects are imperfections which may result in the failure of the glove to perform it's intended purpose, cause
user discomfort or are cosmetically objectionable.
Minor Defects may cause user discomfort or be cosmetically objectionable.

Critical Defects: Holes and tears

Major Defects: Thin spots, blisters, compound runs, lumps, webs, stains, and any other unmentioned fabric defects

General Information

Shelf Life: Five years in cool, covered conditions. Extended exposure to direct sunlight or excessive heat will reduce shelf life and result in
fading, discoloration and cracking.
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